Dfreudenberg
FREUDENBERG FCCT KG

DICHTUNGEN FUR PEM UND DMFC BRENNSTOFFZELLEN
FUEL CELL GASKETS FOR PEMFC AND DMFC

TECHNISCHE DATEN
TECHNICAL DATA

MATERIAL POLYOLEFIN ELASTOMER 35 FC-PO 100
Shore Héarte A 35 £+ 5 Shore A DIN 53505
Shore Hardness A
Temperatureinsatzbereich -40..120°C
Temperature Range
Reif3festigkeit 2,5 MPa I1SO 37
Tensile Strengh
Druckverformungsrest <20% 1SO 815
Compression Set In Luftatmosphare, 120°C, 25% Verpressung, 24h
Measured in air, 120°C, 25% compressed, 24 h
Druckverformungsrest <30% 1ISO 815
Compression Set In Luftatmosphare, 150°C, 25% Verpressung, 70h
Measured in air, 150°C, 25% compressed, 70h
Druckverformungsrest <45% 1SO 815
Compression Set In 2,5M Methanol Losung pH2, 90°C, 25% Verpressung, 1000 h

In 2,5M methanol solution pH2, 90°C, 25% compressed, 1000h

Alle Zahlenangaben stellen Mittelwerte dar, die den Ublichen Produktionsschwankungen unterliegen.
All values represent averages which are subject to normal production tolerances.
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Dfreudenberg
FREUDENBERG FCCT KG

DICHTUNGEN FUR PEM BRENNSTOFFZELLEN
FUEL CELL GASKETS FOR PEMFC

TECHNISCHE DATEN
TECHNICAL DATA

MATERIAL SILIKON ELASTOMER 43 FC-LSR 194813
SILICONE ELASTOMER
Shore Héarte A 43 = 5 Shore A DIN 53505
Shore Hardness A
Temperatureinsatzbereich -40..85°C
Temperature Range
Rei3festigkeit 6,5 MPa I1SO 37
Tensile Strengh
Druckverformungsrest <25% 1ISO 815
Compression Set In Luftatmosphare, 120°C, 25% Verpressung, 24h

Measured in air, 120°C, 25% compressed, 24 h

Alle Zahlenangaben stellen Mittelwerte dar, die den tblichen Produktionsschwankungen unterliegen.
All values represent averages which are subject to normal production tolerances.
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